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1800-2850K | >90 CRI | 615lm 1800-2850K | >90 CRI | 510lm 1800-2850K | >90 CRI | 530lm
code

236188TS9
code

236288TS9
code

236388TS9

WETRO
CEILING SUSPENDED

3H DRAFT

LED PCB 12W | phase-cut dim
220-240VAC | 50-60Hz
artisanal Italian hand blown glass

LED PCB 12W | phase-cut dim
220-240VAC | 50-60Hz
artisanal Italian hand blown glass

LED PCB 12W | phase-cut dim
220-240VAC | 50-60Hz
artisanal Italian hand blown glass

IP20 SDCM2 L80|50K 0.56kg IP20 SDCM2 L80|50K 0.97kg IP20 SDCM2 L80|50K 1.69kg
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more information on page 321

A | Single base 

E | Linear multiple base 
up to max. 2 | 3 | 4 | 5 luminaires
600mm | 900mm | 1200mm | 1500mm

D | Multiple base
up to max. 4 | 8 luminaires

CHOOSE YOUR BASE

B | Semi recessed single base

C | Invisible single base 
plasterkit | system

F | Wall base 
incl. 2 wall-ceiling brackets

code
90052022
90052021

code
90052026
90052027

code
90015196
90015195

code
90019195
90019196

code
max. 2 90052007
max. 2 90052008
max. 3 90052009
max. 3 90052010
max. 4 90052011
max. 4 90052012
max. 5 90052013
max. 5 90052014

code
max. 4 90052005
max. 4 90052006
max. 8 90052031
max. 8 90052032

all luminaires are standard with black cable | white cable on request
add your base from the right column  add your base from the right column  add your base from the right column  

code
236188TD9

code
236288TD9

code
236388TD9

1800-2850K | >90 CRI | 520lm 1800-2850K | >90 CRI | 480lm 1800-2850K | >90 CRI | 500lm
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